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SECTION VIEW OF TOWER
FROM WEST

FLAG POLE

STEPS FROM TREBLE PIT OVER

/ OLD FRAME THEN DOWN THROUGH

FRAME TO VIEWING PLATFORM

LOUVRES /

DOOR FROM
SPIRAL STAIRCASE
INTO TREBLE PIT é
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DOOR TO ROOF SERVICED BY
WALKWAY AND VIEWING PLATFORM

NORTHWINDOW ______ =
FOR CLOCK FACE

N

|

WEATHERPROOFING

/ AND SOUND CONTROL

REMOVE ALL BELLS
AND PRESERVE
FRAME

5 NAVE VENTILATION DUCTS
FITTED WITH MUFFEL BOARD

|

[ REMOVE REDUNDANT

WEIGHT WELL

[ —— SEATS

—— CLOCK WITH AUTO WIND

I~ CLOCK DRIVE WEIGHTS

SUSTAIN DRIVE FOR 24 HR.

DIAL DRIVE

SOUTH WINDOW
FOR CLOCK FACE
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RINGING ROOM
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PORCH

:

LEVEL OF NEW BELLS

/ MAINTAINENCE AND
/ VIEWING PLATFORM

APPROXIMATE
POSITION

I RINGING CHAMBER CEILING
SET AT IDEAL HIGHT

CLOCK DRIVE SHAFT

\

FALSE CELING

EMERGENCY WIND
CLOCK

MAINTAINENCE AND
VIEWING PLATFORM
SWL 1.5 TONNES
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SECTION VIEW OF TOWER
FROM WEST

PLAN VIEW ON VIEWING PLATFORM

PLAN VIEW ON OLD FRAME AND WALKWAY
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PLAN VIEW ON CLOCK IN ENTRANCE

PLAN VIEW ON VIEWING PLATFORM

St. MICHAEL & WULFAD

STONE STAFFS




